
MATERIAL SAFETY 
DATA SHEET 

Ashland Chemical Campanq 
DIVISION OF ASHLAND OIL. INC. 

P.O. BOX 2219. COLUMBUS. OHIO 43216 • 16141 889-3333 

Ashli:nd® 
~·*"""' 

QO:J026 GLYCOL ETHER PM 

SECTION V-HEALTH HAZARD DATA (CONTINUED) 

FIRST AID, 

IF" ON SKIN, THOROUGHLY WASH EXPOSED AREA WITH SOAP AND WATER. REMOVE 
CONTAMINATED CLOTHING. LAUNDER CONTAMINATED CLOTHING BEFORE RE-USE. 

IF IN EYES, FLUSH WITH LARGE AMOUNTS OF" WATER, LIFTING UPPER AND LOWER LIDS 
OCCASIONALLY, GET MEDICAL ATTENTION. 

XF" SWALLOWED' GIVE TWO GLASSES OF" WATER; INDUCE VOMITING IMMEDIATELY BY 
STICKING FINGER DOWN THROAT. CALL A PHYSICIAN. NEYER GIVE ANYTHING BY 
MOUTH TO AN UNCONSCIOUS PERSON. 

IF BREATHED, IF AFFECTED, REMOVE INDIVIDUAL TO FRESH AIR. IF BREATHING IS 
DIFFICULT, ADMINISTER OXYGEN. IF BREATHING HAS STOPPED GIVE ARTIFICIAL 
RESPIRATION. KEEP PERSON WARM, QUIET AND GET MEDICAL ATTENTION. 

SECTION VI-REACTIVITY DATA 

HAZARDOUS POLYMERIZATION' CANNOT OCCUR 
STABILITY, STABLE 

INCOMPATASXLITY, AVOID CONTACT WITH,, STRONG OXIDIZING AGENTS. 

SECTION VII-SPILL OR LEAK PROCEDURES 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED, 

SMALL SPILL' ABSORB LIQUID ON PAPER, VERMICULITE, FLOOR ABSORBENT, OR OTHER 
ABSORBENT MATERIAL AND TRANSFER TO HOOD. 
VENTILATE AREA. 
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LARGE SPILL' ELIMINATE ALL IGNITION SOURCES CFLARES, FLAMES INCLUDING PILOT 
LIGHTS, ELECTRICAL SPARKS>. PERSONS NOT WEARING PROTECTIVE EQUIPMENT 
SHOULD BE EXCLUDED FROM AREA OF SPILL UNTIL CLEAN-UP HAS BEEN COMPLETED. 
STOP SPILL AT SOURCE, DIKE AREA OF SPILL TO PREVENT SPREADING, PUMP LIQUID 
TO SALVAGE TANK. REMAINING LIQUID MAY BE TAKEN UP ON SAND, CLAY, EARTH, 
FLOOR ABSORBENT, OR OTHER ABSORBENT MATERIAL AND SHOVELED XNTO CONTAINERS. 

WASTE DISPOSAL METHOD, 

SMALL SPILL' ALLOW VOLATILE PORTION TO EVAPORATE IN HOOD. ALLOW SUFFICIENT TIME 
FOR VAPORS TO COMPLETELY CLEAR HOOD DUCT WORK. DISPOSE OF REMAINING 
MATERIAL IN ACCORDANCE WITH APPLICABLE REGULATIONS. 

LARGE SPILL' DESTROY BY LIQUID INCINERATION. 
CONTAMINATED ABSORBENT MAY BE DEPOSITED IN A LANDFILL IN ACCORDANCE WITH 
LOCAL, STATE AND FEDERAL REGULATIONS. 

SECTION VIII-PROTECTIVE EQUIPMENT TO BE USED 

RESPIRATORY PROTECTION, IF TLV OF THE PRODUCT OR ANY COMPONENT IS EXCEEDED, A 
NIOSH/MSHA ~OINTLY APPROVED AIR SUPPLIED RESPIRATOR IS ADVISED IN ABSENCE 
OF PROPER ENVIRONMENTAL CONTROL. OSHA REGULATIONS ALSO PERMIT OTHER 
NIOSH/MSHA RESPIRATORS UNDER SPECIFIED CONDITIONS. CSEE YOUR SAFETY 
EQUIPMENT SUPPLIER>. ENGINEERING OR ADMINISTRATIVE CONTROLS SHOULD BE 
IMPLEMENTED TO REDUCE EXPOSURE. 

VENTILATION, PROVIDE SUFFICIENT MECHANICAL CGENERAL AND/OR LOCAL EXHAUST) 
VENTILATION TO MAINTAIN EXPOSURE BELOW TLVCS>. 

PROTECTIVE GLOVES' WEAR RESISTANT GLOVES SUCH AS,, BUNA-N 

EYE PROTECTION, CHEMICAL SPLASH GOGGLES IN COMPLIANCE WITH OSHA REGULATIONS 
ARE ADVISED; HOWEVER, OSHA REGULATIONS ALSO PERMIT OTHER TYPE SAFETY 
GLASSES. C CONSULT YOUR SAFETY EQUIPMENT SUPPLIER) 

OTHER PROTECTIVE EQUIPMENT' TO PREVENT REPEATED OR PROLONGED SKIN CONTACT, WEAR 
IMPERVIOUS CLOTHING AND BOOTS. 

SECTION XX-SPECIAL PRECAUTIONS OR OTHER COMMENTS 

CONTAINERS OF THIS MATERIAL MAY BE HAZARDOUS WHEN EMPTIED. SINCE EMPTIED 
CONTAINERS RETAIN PROOUCT RESIDUES CVAPOR, LIQUID, AND/OR SOLID), ALL 
HAZARD PRECAUTIONS GIVEN IN THIS DATA SHEET MUST BE OBSERVED. 

OVEREXPOSURE TO MATERIAL HAS APPARENTLY BEEN FOUND TO CAUSE THE FOLLOWING 
EFFECTS IN LABORATORY ANIMALS:, LIVER ABNORMALITIES, KIDNEY DAMAGE 

THE INFORMATION ACCUMULATED HEREIN IS BELIEVED TO BE ACCURATE BUT IS NOT 
WARRANTED TO BE WHETHER ORIGINATING WITH ASHLAND OR NOT. RECIPIENTS ARE 
ADVISED TO CONFIRM IN ADVANCE OF NEED THAT THE INFORMATION IS CURRENT, 
APPLICABLE, ANO SUITABLE TO THEIR CIRCUMSTANCES. 
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